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     Compression Molding Bonded NdFeB Permanent Magnets
	Type
	Grade
	Typical Magnetic Characteristic
	Thermal Characteristic

	 
	 
	Energy Product
	Residual Induction
	Induction Coercivity
	Intrinsic Coercivity
	Temp.Coef. of Br            (20-100°C)
	Temp.Coef.
	Max.  Use Temp.

	
	
	
	
	
	
	
	of mHc             (20-100°C)
	

	 
	 
	(BH)max
	Br
	bHc
	mHc
	α
	β
	 

	 
	 
	(MGOe)
	(kG)
	(kOe)
	(kOe)
	(-%/°C)
	(-%/°C)
	(øC)

	High Br
	EP-B
	10.0
	6.9
	5.2
	9.0
	0.11
	0.4
	120

	
	 
	 
	 
	 
	 
	 
	 
	 

	
	EP-B+
	10.5
	7.1
	5.5
	9.0
	0.11
	0.4
	120

	
	 
	 
	 
	 
	 
	 
	 
	 

	High mHc
	EP-A
	8.5
	6.3
	5.6
	15.0
	0.12
	0.4
	130

	
	 
	 
	 
	 
	 
	 
	 
	 

	
	EP-A1
	9.0
	6.4
	5.6
	15.0
	0.12
	0.4
	130

	
	 
	 
	 
	 
	 
	 
	 
	 

	
	EP-C
	9.0
	6.3
	5.6
	16.0
	0.07
	0.42
	150

	
	 
	 
	 
	 
	 
	 
	 
	 

	High Stability
	EP-D
	10.0
	6.8
	5.6
	10.2
	0.07
	0.39
	130

	
	 
	 
	 
	 
	 
	 
	 
	 

	
	EP-O
	8.5
	6.1
	5.3
	12.5
	0.13
	0.37
	150

	
	 
	 
	 
	 
	 
	 
	 
	 

	
	EP14-12
	9.0
	6.5
	5.6
	12.2
	0.13
	0.37
	150

	
	 
	 
	 
	 
	 
	 
	 
	 

	Easily Magnetize
	EP15-7
	11.0
	7.2
	5.0
	7.0
	0.11
	0.39
	100

	
	 
	 
	 
	 
	 
	 
	 
	 

	
	EP16-7
	11.5
	7.4
	5.0
	7.0
	0.09
	0.52
	100

	
	 
	 
	 
	 
	 
	 
	 
	 

	Normal
	EP13-9
	8.0
	6.3
	5.1
	9.0
	0.12
	0.43
	120

	
	 
	 
	 
	 
	 
	 
	 
	 


