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Characteristics of Alloy Powdered Cores and Iron Powdered Cores
	Mix No.
	Reference Permeability , μi
	Temperature Stability (ppm/°C)
	Toroidal Color Code

	1
	20
	280
	Light Green

	2
	10
	95
	Red

	3
	35
	370
	Grayish White

	6
	8.5
	35
	Pea Green

	7
	9
	30
	Iron Oxide Red

	8
	35
	255
	Emerald

	10
	6
	150
	Grass Green

	15
	25
	190
	White

	18
	55
	385
	Dark Green

	26
	75
	825
	Yellow

	28
	22
	415
	Sky Blue

	33
	33
	635
	Gray

	38
	85
	955
	Black

	40
	60
	950
	Green

	52
	75
	650
	Blue

	MPP
	26, 60,90,125
	60
	Grayish White

	HI-FLUX
	26,60,125
	140
	Blue

	SENDUST
	26,60,75,90,125
	-400
	Black


   Types and Tolerances of Alloy Powdered Cores and Iron Powdered Cores
1.  Toroidal Cores
	Toroidal
	OD(mm)
	ID(mm)
	HT(mm)

	T16-T72
	±0.5
	±0.5
	±0.5

	T80-T141
	±0.5
	±0.5
	±0.5

	T150-T225
	±0.6
	±0.6
	±0.75

	T300-T300D
	±0.75
	±0.75
	±0.75


2.  E Cores
	E Core
	A(mm)
	B(mm)
	C(mm)
	D(mm)
	F(mm)
	G(mm)

	E49-E118
	±0.25
	±0.25
	±0.13
	±0.18
	±0.13
	±0.18

	E125-E162
	±0.38
	±0.38
	±0.18
	±0.25
	±0.18
	±0.25

	E168-E225
	±0.38
	±0.38
	±0.25
	±0.5
	±0.38
	±0.5

	E306-E450
	±0.75
	±0.75
	±0.38
	±0.5
	±0.38
	±0.5


