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  Grades and Characteristics of Silicon-Steel Tape Wound Cores
	Grade
	Strip Thickness (mm)
	Iron Loss P15/400 (w/kg)
	Iron Loss P1.0/400 (w/kg)
	Iron Loss P0.5/3000 (w/kg)
	Induction B50  (T)
	Induction B1000 (T)
	Hc (A/m)

	DG3
	0.025
	 
	 
	≤35
	 
	≥1.6
	≤60

	DG3
	0.03
	 
	 
	≤35
	 
	≥1.65
	≤45

	DG4
	0.03
	 
	 
	≤30
	 
	≥1.7
	≤40

	DG3
	0.05
	≤17
	≤24
	 
	≥0.85
	≥1.66
	≤32

	DG4
	0.05
	≤16
	≤22
	 
	≥0.9
	≥1.7
	≤32

	DG5
	0.05
	≤15
	≤20
	 
	≥1.05
	≥1.75
	≤32

	DG6
	0.05
	≤14.5
	≤19
	 
	≥1.1
	≥1.75
	≤32

	DG3
	0.08
	≤17
	 
	 
	≥0.9
	≥1.66
	≤28

	DG4
	0.08
	≤16
	 
	 
	≥1
	≥1.7
	≤26

	DG5
	0.1
	≤15
	 
	 
	≥1.05
	≥1.75
	≤26

	DG6
	0.1
	≤14.5
	 
	 
	≥1.2
	≥1.8
	≤26


Categories of Tape Wound Cores
	 
	Silicon-Steel
	Permalloy
	Amorphous
	Nanocrystalline

	Toroidal-core
	●
	●
	●
	●

	R-core
	●
	
	 
	 

	O-core
	●
	  
	 
	 

	C-core
	●
	●
	●
	●

	Rectangular-core
	●
	●
	●
	●

	Stepped-core
	●
	 
	 
	 

	Micro-core
	●
	●
	●
	●

	Clamp-core
	●
	 
	 
	 


