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                   Sintered Alnico Permanent Magnets
	Grade
	Typical Magnetic Characteristics
	Thermal Characteristic

	
	Energy Product
	Residual Induction
	Induction Coercivity
	Intrinsic Coercivity
	Magnetic Orientation
	Temp.Coef.of Br            (20-100°C)
	Temp.Coef.of mHc             (20-100°C)
	Max.  Use Temp.

	 
	(BH)max
	Br
	bHc
	mHc
	 
	α
	β
	 

	 
	(MGOe)
	(kG)
	(kOe)
	(kOe)
	 
	(%/°C)
	(%/°C)
	(øC)

	 
	 
	 
	 
	 
	 
	 
	 
	 

	SA3
	1.1
	5.2
	0.50
	0.54
	Isotropic
	-0.03
	-0.02
	450

	 
	 
	 
	 
	 
	 
	 
	 
	 

	SA2
	1.6
	7.0
	0.50
	0.54
	Isotropic
	-0.03
	-0.02
	450

	 
	 
	 
	 
	 
	 
	 
	 
	 

	SA6-I
	1.9
	5.7
	0.95
	0.98
	Isotropic
	-0.02
	0.03
	450

	 
	 
	 
	 
	 
	 
	 
	 
	 

	SA8-2
	2.5
	5.6
	1.10
	1.13
	Isotropic
	-0.02
	0.03
	450

	 
	 
	 
	 
	 
	 
	 
	 
	 

	SA5-1
	3.6
	10.0
	0.70
	0.71
	Anisotropic
	-0.02
	0.01
	525

	 
	 
	 
	 
	 
	 
	 
	 
	 

	SA5-2
	3.8
	10.5
	0.58
	0.59
	Anisotropic
	-0.02
	0.01
	525

	 
	 
	 
	 
	 
	 
	 
	 
	 

	SA5-3
	4.5
	11.0
	0.63
	0.64
	Anisotropic
	-0.02
	0.01
	525

	 
	 
	 
	 
	 
	 
	 
	 
	 

	SA8-1
	4.2
	7.8
	1.13
	1.30
	Anisotropic
	-0.025
	0.01
	550

	 
	 
	 
	 
	 
	 
	 
	 
	 

	SA8-2
	4.3
	6.5
	1.70
	1.88
	Anisotropic
	-0.025
	0.01
	550

	 
	 
	 
	 
	 
	 
	 
	 
	 

	SA8-3
	5.0
	8.0
	1.55
	1.58
	Anisotropic
	-0.025
	0.01
	550

	 
	 
	 
	 
	 
	 
	 
	 
	 

	SA8-4
	5.6
	8.8
	1.50
	1.53
	Anisotropic
	-0.025
	0.01
	550


