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                                              Sintered Hard-Ferrite Magnets
	Grade
	Typical Magnetic Characteristics
	Thermal Characteristic

	 
	Energy Product
	Residual Induction
	Induction Coercivity
	Intrinsic Coercivity
	Magnetic Orientation
	Temp.Coef.of Br            (20-100°C)
	Temp.Coef.of mHc             (20-100°C)
	Max.  Use Temp.

	 
	(BH)max
	Br
	bHc
	mHc
	 
	α
	β
	 

	 
	(MGOe)
	(kG)
	(kOe)
	(kOe)
	 
	(%/°C)
	(%/°C)
	(øC)

	 
	 
	 
	 
	 
	 
	 
	 
	 

	HF1
	1.05
	2.30
	1.86
	3.25
	Isotropic
	-0.2
	0.27
	300

	 
	 
	 
	 
	 
	 
	 
	 
	 

	HF5
	3.40
	3.80
	2.40
	2.50
	Anisotropic
	-0.2
	0.27
	300

	 
	 
	 
	 
	 
	 
	 
	 
	 

	HF7
	2.75
	3.40
	3.25
	4.00
	Anisotropic
	-0.2
	0.27
	300

	 
	 
	 
	 
	 
	 
	 
	 
	 

	HF8
	3.50
	3.85
	2.95
	3.05
	Anisotropic
	-0.2
	0.27
	300

	 
	 
	 
	 
	 
	 
	 
	 
	 

	HF8B
	4.00
	4.10
	2.90
	3.00
	Anisotropic
	-0.2
	0.27
	300

	 
	 
	 
	 
	 
	 
	 
	 
	 

	HF9
	3.40
	3.80
	3.40
	3.90
	Anisotropic
	-0.2
	0.27
	300

	 
	 
	 
	 
	 
	 
	 
	 
	 

	HF10
	4.00
	4.00
	3.65
	4.00
	Anisotropic
	-0.2
	0.27
	300


